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JUNCTION BOX-2
NO. P-XXXXXXXX

RIM=51.40
INV IN=46.26 (8")
INV IN=46.26 (8")

INV OUT=46.09 (12")
BOTTOM=45.42 (8"SUMP)

GREEN HIGHWAY GRATE INLET-2
NO. P-XXXXXX
GRATE=49.55 W/ INLET FILTER BAG
INV OUT=46.88 (8")
BOTTOM=45.64 (15" SUMP)

 62 LF OF 8" DUCTILE
IRON PIPE @ 0.010 FT/FT

(DISTRIBUTION
P-XXXXXXXX-XX-XX)

CAPPED 12" HDPE PIPE
AT PROPERTLY LINE.
DETECTABLE METALLIC
TAPE PLACED OVER
LAST 5 FT OF PIPE.
INV=46.09
(BY OTHERS)

GREEN HIGHWAY GRATE INLET-3
NO. P-XXXXXX

GRATE=49.20 W/ INLET FILTER BAG
INV OUT=46.53 (8")

BOTTOM=45.28 (15" SUMP)

 62 LF OF 8" HDPE @
0.010 FT/FT

(DISTRIBUTION
P-XXXXXXXX-XX-XX)

REMOVE AND RESET
FENCE AS NECESSARY.
CONNECT CAPPED PIPE

TO JUNCTION BOX

5'

6'

5'

12'

45°

45°

16'

27
'

19
'

NOTES:

1. LOCATE PIPE OPENINGS TO PROVIDE MINIMUM 4" OF

CONCRETE BETWEEN TOP OF INLET BOX AND TOP OF

PIPE OPENING. (PENNDOT RC-46M).  CURB ABOVE

INLET SHALL BE SUPPORTED WITH 2A STONE

BETWEEN TOP OF PIPE AND BOTTOM OF CURB.

CURB OUTSIDE OF INLET SHALL BE STANDARD

DEPTH.

2. FOOTWAY AND CARTWAY RESTORATION HAS BEEN

DRAWN FOR REFERENCE PURPOSES ONLY.

PAVEMENT RESTORATION QUANTITIES AND DESIGN

MUST CONFORM TO CURRENT PHILADELPHIA

STREETS DEPARTMENT STANDARDS FOR CITY

STREETS AND PENNDOT STANDARDS FOR STATE

ROUTES.

3. MINUMUM COVER FOR THERMOPLASTIC PIPE IN ROW

IS 2'.

4. PLUMBERS PLUG TO MAINTAIN WATERTIGHT SEAL

UNTIL CONSTRUCTION IS COMPLETE.  PLUMBERS

PLUG TO BE REMOVED AT DIRECTION OF PWD.

PLUMBERS PLUG IS NOT TO EXTEND MORE THAN 2"

OUT FROM INLET WALL.

1" MIN. CLEARANCE

SEAL WITH

NON-SHRINK GROUT

STANDARD PWD OMG

FRAME & GRATE

FOOTWAY

TO SMP

2'-0"

8
"

3'-0"

PROPOSED BOND

BREAKER TAPE

OR APPROVED EQUAL

CARTWAY

3
'
-
6
"
 
M

I
N

.

8
'
-
0
"
 
M

A
X
.

1
5
"
M

I
N

.

S
U

M
P

4' - 9 

1

4

"

PLUMBERS PLUG

SEE NOTE 4

6"

7
"

STANDARD

PENNDOT

PRECAST

CONCRETE

INLET BOX

MATCH EXISTING CURB

AND FOOTWAY

PROPOSED EXPANSION JOINT

6" MIN. OFFSET FROM CATCH BASIN

INLET WATER

QUALITY PROTECTION

FLEXSTORM

SEE SPECIFICATIONS

B

B

6" MIN.

A

CURB PLACED ON TOP OF CATCH BASIN

A

SECTION B-BSECTION A-A

PLAN

10'-0" CURB RESTORATION (TYP.)

S
E
E
 
N

O
T
E
 
3

2" MAX.

STANDARD CURB

1
2
"
 
-
 
1
6
"

C-1 GREEN HIGHWAY GRATE INLET

NOT TO SCALE

OUTFLOW PIPE AND

TRASHGAURD LOCATION

VARY BASED ON PLANS

TRASH GUARD

UNIT (23X24P)

W/ SLIDE RAILS.

SEE DETAILS ON

SHEET 2

GREEN INLET

CURB  MARKER
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JUNCTION BOX-2
NO. P-XXXXXXXXGREEN HIGHWAY

GRATE INLET-2
NO. P-XXXXXX GREEN HIGHWAY

GRATE INLET-3
NO. P-XXXXXX
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62 LF  8" D.I.P.@0.01 FT/FT
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JUNCTION BOX-1
NO. P-XXXXXXXX
RIM=62.89
INV IN=60.70 (8")
INV OUT=60.53 (8")
BOTTOM=59.86 (8"SUMP)

GREEN HIGHWAY GRATE INLET-1
NO. P-XXXXXX
GRATE=63.00 W/ INLET FILTER BAG
INV OUT=61.04 (8")
BOTTOM=59.79 (15" SUMP)

8.5 LF OF 8" HDPE @
0.020 FT/FT
(DISTRIBUTION
P-XXXXXXXX-XX-XX)

6'
5'

12'
20'

CAPPED 8" HDPE PIPE
AT PROPERTLY LINE.

DETECTABLE METALLIC
TAPE PLACED OVER

LAST 5 FT OF PIPE.
INV=60.53

(BY OTHERS)

REMOVE AND RESET
FENCE AS NECESSARY

CONNECT CAPPED PIPE
TO JUNCTION BOX

31'

8.5 LF OF 8" HDPE @
0.020 FT/FT
(DISTRIBUTION
P-XXXXXXXX-XX-XX)

LEGEND:

GREEN INLET
CONSTRUCTION PLAN

EXISTING PROPERTY LINE
EXISTING INLET
EXISTING MANHOLE
EXISTING STORM LINE
EXISTING SANITARY LINE
EXISTING WATER LINE
EXISTING ELECTRIC LINE
EXISTING GAS LINE
EXISTING COMMUNICATIONS LINE
EXISTING COMBINED SEWER LINE
EXISTING FENCE LINE
EXISTING ROOF DRAIN
EXISTING CONTOUR LINE

ST

SAN
W

E

GAS

COM
CS

X X

1

STANDARD NOTES:

1. THE APPROVED WORK TIES INTO A PRIVATE STORMWATER MANAGEMENT SYSTEM LOCATED AT 1100 E
ERIE AVENUE. PLEASE REFER TO PROJECT TRACKING # FY18-EERI-4992-01 FOR DETAILS OF PRIVATE
SYSTEM.

2. THE CONTRACTOR MUST PROVIDE AS-BUILT RECORD DRAWINGS PER PWD GREEN STORMWATER
INFRASTRUCTURE AS-BUILT SURVEY & DRAFTING MANUAL REQUIREMENTS.

3. CONTACT THE STREETS DEPARTMENT AT LEAST TWO WEEKS PRIOR TO CONSTRUCTION FOR THE
ROADWAY OPENING PERMIT, PAVING & TRENCH RESTORATION PROCEDURES, AND LANE CLOSURE PERMIT.
CHECK THE DEPARTMENT'S WEBSITE FOR DETAILS AND CONTACT INFORMATION:
HTTP://WWW.PHILADELPHIASTREETS.COM/CUSTOMER-SERVICE/DOWNLOADS-AND-LINKS/

4. CONTRACTOR MUST OBTAIN PERMISSION FROM THE STREETS DEPARTMENT TO STORE ANY MATERIALS ON
THE STREET.

5. THE APPROVED WORK SHALL BE DONE IN THE PRESENCE OF A PWD INSPECTOR.
6. THE CONTRACTOR PERFORMING THIS WORK IS TO NOTIFY THE PWD CONSTRUCTION DIVISION, 1101

MARKET STREET, 2ND FLOOR, PHONE (215) 685-6345, AT LEAST 7 DAYS IN ADVANCE FOR ASSIGNMENT OF
AN INSPECTOR OF THE JOB.

7. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL ADDITIONAL PERMITS AND APPROVALS FROM ALL
AFFECTED CITY AGENCIES AND UTILITIES.

8. ANY CHANGE TO, OR DEVIATION FROM, THE FINAL APPROVED DESIGN PLANS DURING CONSTRUCTION
MUST BE APPROVED BY THE ASSIGNED PWD CONSTRUCTION ENGINEER AND BY THE PWD PROJECT
ENGINEER.

9. PLACE AND COMPACT BACKFILL IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS FOR EXCAVATION,
REFILLING, GRADING, AND REPAVING.

10. ALL SIDEWALK AND CURBING TO BE REPLACED IN KIND ALONG FULL LIMITS OF CONSTRUCTION TO NEXT
EXISTING JOINT OR AS DIRECTED BY PWD.

11.MAINTAIN AND PROTECT EXISTING INLETS. SHOULD THE EXISTING INLETS BE IN ANY WAY DAMAGED
DURING CONSTRUCTION, THESE SHOULD BE REPAIRED TO THE SATISFACTION OF THE PWD INSPECTOR OR
REPLACED PER PWD STANDARDS.

12.CONTRACTOR MUST COMPLY WITH EROSION AND SEDIMENT (E&S) CONTROL REQUIREMENTS DURING
CONSTRUCTION. SEE PWD REGULATION 501.3 AND 600.4, PHILA. CODE S. 13-603, AND 25 PA CODE CHAPTER
102. THE CITY MAY REQUIRE THE CONTRACTOR TO CLEAN CITY-OWNED INLETS AND SYSTEMS AFFECTED
BY NON-COMPLIANT OR FAILED E&S MEASURES.

SEDGELY AVENUE GREEN
INLET CROSS-SECTION 'A'

SEDGELY AVENUE GREEN INLETS
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CROSS-SECTION 'A'

PROPOSED INLET
PROPOSED STORM LINE
PROPOSED JUNCTION BOX

PRIVATE SUBSURFACE INFILTRATION BASIN

GENERAL NOTES:
1. PROPERTY LINE SHOWN IS TAKEN FROM DEED OF PROPERTY, AND 1-CALL UTILITY PLANS.
2. SITE HORIZONTAL DATUM IS PENNSYLVANIA SOUTH STATE PLANE COORDINATES NAD 83, AND VERTICAL

DATUM IS NAVD 88.
3. EXISTING STRUCTURE INFORMATION BASED ON ACTUAL FIELD SURVEY PERFORMED BY H2O

INFRASTRUCTURE, OR PLANS PROVIDED BY PWD.

ERIE AVENUE GREEN INLET

AutoCAD SHX Text
8" VIT. SEWER

AutoCAD SHX Text
18"RCP SEW

AutoCAD SHX Text
EX SIDEWALK

AutoCAD SHX Text
6" WATER LINE (4' COVER) (STICKER 250380)

AutoCAD SHX Text
6" GAS LINE
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EX FENCE

AutoCAD SHX Text
8"WATER (3'-6" COV.) (STICKER 283048)

AutoCAD SHX Text
2'-3"X1'-6" BRICK SEWER
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NOTES:

1. SEE PLANS FOR DETAILS ON

PIPES, MATERIALS, INVERT

ELEVATIONS AND ORIENTATION.

2. SEE PLANS FOR COVER

ELEVATION AND STRUCTURE

INVERT ELEVATION.

PROFILE

1" MIN. CLEARANCE

SEAL WITH

NON-SHRINK GROUT

(TYP.)

PIPE (TYP.)

SEE NOTE 1

PLAN

8" (TYP.)

6" (TYP.)

3'-0"

3
'
-
0
"

2'-0"

2
'
-
0
"

2'-0" x 2'-0" JUNCTION BOX

WITH LOCKABLE FRAME

AND COVER.

SEE DETAIL ON THIS SHEET

6
"
 
(
T
Y
P
.
)

1" MIN. CLEARANCE

SEAL WITH

NON-SHRINK GROUT

(TYP.)

C-9: PWD JUNCTION BOX

NOT TO SCALE
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GREEN INLET CURB MARKER
DETAIL

NOT TO SCALEHDPE AND DUCTILE IRON
PIPE BEDDING DETAIL

NOT TO SCALE

SUITABLE FOUNDATION

4"-6" BEDDING

HAUNCH

SPRING LINE

INITIAL BACKFILL

FINAL
BACKFILL

6" MIN.

12" MIN. COVER
FOR FLEXIBLE
PAVEMENT

12" MIN. COVER
FOR RIGID

PAVEMENT

1. TOTAL MINIMUM COVER INCLUDES 6" OF STRUCTURAL
BACKFILL ABOVE THE PIPE CROWN AND THE FINAL FILL

2.REFER TO ADS CORRUGATED PLASTIC PIPE    STORM
INSTALLATION GUIDE FOR ADDITIONAL INFORMATION

3. POLYETHYLENE ENCASEMENT REQUIRED IF CORROSIVE
SOILS ARE ENCOUNTERED. REFER TO ANSI/AWWA
C105/A21.5.

BACKFILL WITH
SUITABLE SOILS

STRUCTURAL BACKFILL
(COMPACTED CLASS I,
II, OR III MATERIAL)

AutoCAD SHX Text
EXISTING GRADE


